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VPX/open VPX 5 Slot 3U Backplane, Comtel - 100G Air-/-Plane performance, compliant with IEEE 802.3bj 100Gb/s specification ⇨ Click for more information! +49 89 43 77 89-0 sales@comtel-online.com

Orion Technologies offers a variety of VPX Single Board Computers including 3U VPX Processors like VPX7650 and VPX7652. Learn more about these products and more. 3U VPX NVMe Host Bus Adapter with quad M.2 NVMe type SSD; Allows for M.2 Type 2280 and/or 22110; PCIe Gen3 x8 or dual x4 to the backplane; PCIe x4 Gen3 to each M.2 Socket; Health Management through dedicated Processor It is intended to be a quick start development platform designed for a specific 3U VPX board with a mezzanine. The backplane simply provides power to the board and provides an interface to a rear transition module for I/O access. Developers can connect a notebook or desktop PC and develop, run, and debug their application right out of the box. The VPX3-652 3U VPX Ethernet Switch provides up to 20 ports of copper Ethernet connectivity. Models are available with 16 ports of tri-speed 1000Base-T backplane connections or with 12 ports of 1000Base-T plus an additional 8 ports of 1000Base-X (SerDes) connections for mixed Base-T/Base-X environments. Open VPX defines 2 different backplane heights as 3U and 6U. The 6U backplane configuration is defined in section 11 of ANSI/VITA 65 -2010 (R2012) and the 3U backplane configuration is defined in section 15. In each sub -section, the specification provides 3U 10G VPX ETHERNET SWITCH AMPHENOL FAMILY OF RUGGEDIZED ETHERNET SWITCHES For other options, please contact factory for support. For XAUI on backplane, please contact factory for support. AAO Part Number Method Backplane KR Backplane Base-T Top KR Top Base-T AAO RTM Part Number CF-020400-022 Conduction 24 4 0 8 CF-020400-022R

NEW New 3U VPX Fully Managed Ethernet Switch with Alignment to SOSA™ Technical Standard; The SCVPX3U-3C comprises a 3-slot backplane, card cage, PSU, cooling fan, provision for auxiliary storage (including up to four IDE HDDs and two SATA devices) and all internal power wiring.

3U 10G VPX ETHERNET SWITCH AMPHENOL FAMILY OF RUGGEDIZED ETHERNET SWITCHES For other options, please contact factory for support. For XAUI on backplane, please contact factory for support. AAO Part Number Method Backplane KR Backplane Base-T Top KR Top Base-T AAO RTM Part Number CF-020400-022 Conduction 24 4 0 8 CF-020400-022R WILD100 13-Slot 3U OpenVPX Backplane (W13B20) is a 100Gb Ethernet-enabled 3U Backplane that incorporates slots for up to eight conduction-cooled 3U VPX Payload Boards, plus two 100GbE Switches, an SBC, and two VITA 62 power supplies. It is VITA 65 compliant, SOSA-aligned, and designed and built in USA. Its sister Chassis is WC31D0. Intel® Xeon® D-1500 Processor-Based 3U VPX Module with 32 GB of DDR4, XMC Support, and SecureCOTS™ The XPedite7683 is a secure, high-performance, 3U OpenVPX™, single board computer based on the Intel® Xeon® D-1500 family of processors. Leveraging the wildly popular VMEbus in 3U and 6U Eurocard formats, VPX added the capability of using high speed serial switch fabric technologies such as Ethernet, PCI Express, serial RapidIO, and others, that can be configured in various backplane topologies. VPX also greatly increased the number of backplane pins to handle more data traffic

2 Dec 2020  3U VPX Rear Transition Module (RTM) for installation in standard  2 x SFP  Connectors (cage only, SFP modules not included). SATA Ports.

The E195 accommodates four standard 3U VPX boards with 1.0-inch pitch, including: • ANSI/VITA 46.0-2007 • ANSI/VITA 48.2-2010. VPX BACKPLANE. The standard E195 has a 4-slot 3U VPX compliant backplane. A CompactPCI version can quickly be developed upon request. The VPX backplane has a PCIe data plane comprising a single x8 port of up to 5 GHz. 3U VPX Backplane:3U 2-Slot Features: Compliant to VITA 46.0 baseline specification; Backplane Profile : BKP3-DIS02-15.2.8-n; OPEN VITA 65 Specification; 1 x Double Fat Pipe(Mesh) Data Plane; 2 Slots VPX, 1 Payload Slot , 1 Peripheral Slot; M3 studs power entry; Reference clock; Aux clock; System Management Interface(I2CA, I2CB) Input current   3U-6U-VPX-backplanes-datasheet [ 3u-6u-vpx-backplanes-datasheet-05-2017.pdf, 2.17 MB, Jun.28.2018 ] Manuals General Safety Instruction [ general-safety-instructions.pdf, 560.72 KB, Jan.04.2021 ]  Home » Backplanes » VPX / Open VPX Backplanes VPX is a broadly defined technology utilizing the latest in a variety of switch fabric technologies in 3U and 6U format blades. Open VPX is the architecture framework that defines system level VPX interoperability for multi-vendor, multi-module, integrated system environments.  VPX BACKPLANES 7 SIGNALING AND DATA RATES J0/P0 Pin/Signal Description Vs1 High Voltage Power Input 1 Voltage specified in VITA 65. Capability per VITA 46.0 Table 4-5 Vs2 High Voltage Power Input 2 Voltage specified differently for 3U or 6U in VITA 65. Capability per VITA 46.0 Table 4-5 Vs3 Low Voltage Power Input 3 Voltage specified in VITA 65. 

Labtop 3U VPX Chassis 7-slot centralized IFPD071IN3UVPSV Industrail 3U VPX Chassis 8-slot centralized IFDP081IN3UVPXV1SI.1 Industrial 3U VPX Chassis 8-slot centralized IFDP08-1IN-6UVPXV1SI Payload Slots VPX 1(1) VPX 2(2) Slot# Logical (Physical) Data Plane (x8 PCIe) Management Plane (IPMB) Utility Plane Includes Power 1.1-1.8 Data 1.1-1.8 IPMC 

VPX BACKPLANES 7 SIGNALING AND DATA RATES J0/P0 Pin/Signal Description Vs1 High Voltage Power Input 1 Voltage specified in VITA 65. Capability per VITA 46.0 Table 4-5 Vs2 High Voltage Power Input 2 Voltage specified differently for 3U or 6U in VITA 65. Capability per VITA 46.0 Table 4-5 Vs3 Low Voltage Power Input 3 Voltage specified in VITA 65.  The ability to interconnect 2 and 3-slot 3U VPX compliant backplanes allows for custom system configurations using COTS hardware. Backplanes are equipped with PCI Express bridges that ensure fast and high-throughput for point-to-point communication between different elements in the system.  3U 3U VPX 1-slot Power & Ground 10Gbs pass through, RoHS 101VPX301P-9X21R 3U 3U VPX 5-slot Power & Ground, RoHS 101VPX305P-1X31R 3U 3U VPX 6-slot Power & Ground, RoHS 101VPX306P-1X31R 3U 3U VPX 1-slot Power & Ground, with VITA 67.2 connector 101V301P01-9001 3U 3U VPX 1-slot Power & Ground with VITA 66.4 installed J2A, RoHS 101V301P02-9001R  Home » Backplanes » VPX / Open VPX Backplanes VPX is a broadly defined technology utilizing the latest in a variety of switch fabric technologies in 3U and 6U format blades. Open VPX is the architecture framework that defines system level VPX interoperability for multi-vendor, multi-module, integrated system environments. 3U-6U-VPX-backplanes-datasheet [ 3u-6u-vpx-backplanes-datasheet-05-2017.pdf, 2.17 MB, Jun.28.2018 ] Manuals General Safety Instruction [ general-safety-instructions.pdf, 560.72 KB, Jan.04.2021 ]

2 Dec 2020  3U VPX Rear Transition Module (RTM) for installation in standard  2 x SFP  Connectors (cage only, SFP modules not included). SATA Ports.

3U / 6U VPX Backplanes CENTRALIZED OR DISTRIBUTED TECHNOLOGY u Compliant to VITA 46.0 Baseline Application u Supports VITA 46.4 x1 PCI Express® Gen3 u Supports VITA 65 including Ethernet 10G BASE-KR u Supports VITA 46.10 with RTM Connectors u Operating Temperatures: -40° to +85°C // 2 www.kontron.com gen-2 / gen 1 openvpx backplanes table 2: standard vpx backplane part number matrix supporting gen-2 6.25 gbaud data rates part number backplane description backplane profile payload slot profile payload module profile switch slot profile switch module profile 024-901-06-cen1-01 3u, 6-slot vpx redi 1" pitch (7 slots wide), 5 payload Backplanes: 3U VPX Backplanes Dawn’s VPX backplanes are based on VPX (VITA46), VPX REDI (VITA48), OpenVPX (VITA65) and VITA 68 VPX compliance, available in a wide range of profiles and topologies. VPX-7997 Sep 21, 2020 This backplane mounts into a 3U card cage at 1-inch pitch including the vertical stiffener that accompanies the product for use with VITA 67.2 plug in cards. There are standard VPX connectors in J0 and J1 in front and rear with a VITA 67.2 (8x coax) connector in J2 and embedded VITA-67.2 … 3U 3U VPX 1-slot Power & Ground 10Gbs pass through, RoHS 101VPX301P-9X21R 3U 3U VPX 5-slot Power & Ground, RoHS 101VPX305P-1X31R 3U 3U VPX 6-slot Power & Ground, RoHS 101VPX306P-1X31R 3U 3U VPX 1-slot Power & Ground, with VITA 67.2 connector 101V301P01-9001 3U 3U VPX 1-slot Power & Ground with VITA 66.4 installed J2A, RoHS 101V301P02-9001R
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